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THE ULTIMATE IN LIGHTWEIGHT PERFORMANCE

EXCEPTIONAL DISTANCE WITH EASY LAUNCH

EASY SPEED AND EASY TO LAUNCH

The lightweight design helps promote easy distance and high launch. Callaway
engineers used A.l. to design a completely new Jailbreak system which spreads
and angles the Jailbreak blades. Along with stiffening the body, the new design
allows the forged face cup to flex more for exceptional ball speeds.

FAST BALL SPEED FROM A.l. DESIGNED FLASH FACE SS21
Every face is uniquely designed using advanced A.l. It’s a proven ball speed
formula that puts an even greater emphasis on center and off-center ball speeds.

INCREDIBLY FORGIVING

Epic MAX Star creates exceptionally high forgiveness, starting with a

lighter, stronger triaxial carbon material that saves significant weight vs. steel.
Our engineers have redistributed that saved weight to promote high launch

and more forgiveness.

LAUNCH AND SPIN CONTROL
Launch and spin are tunable using 5 & 2g weights. Use the heavy weight in the
rear for higher launch and more forgiveness or use the heavy weight in the front

to promote lower launch and spin.

PREMIUM ULTRA-LIGHTWEIGHT COMPONENTS
An ultra-premium ATTAS Speed Shaft, combined with a Winn Dri-Tac Lite Grip,
and a fixed hosel that saves additional weight.

SPECIFICATIONS

MODEL LOFT AVAILABILITY LENGTH LIE CC SWING WEIGHT

3W 155 RH/LH 43" 57° 180 D1
5W 18° RH/LH 42.5" 745 153 D1
7W 21° RH 42" 58° 144 D1
OW 23° RH 41.5" 5858 136 D1

STOCK SHAFT OFFERINGS

NAME/MODEL WEIGHT CLASS FLEX TORQUE KICKPOINT STOCK GRIP
; Winn Dri-Tac Lite 25g
UST Attas Speed 409 WMS (L) High Low
UST Attas Speed 409 Light (A) High Low ; S
UST Attas Speed 409 Reg (R) High L i L Ll
UST Attas Speed 409 Stiff (S) High Low
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