
FORGED HOLLOW BODY CONSTRUCTION
Epic Max Star Irons feature an innovative forged 1025 hollow body construction.  

This allows Callaway to precisely locate the CG in each iron while delivering  

incredible forged feel throughout the set.

EASY LAUNCH AND INCREASED FORGIVENESS
Our engineers have implemented tungsten weighting into the Epic MAX Star Irons. 

This promotes easier launch while simultaneously improving forgiveness.

ENHANCED BALL SPEED FROM A.I. DESIGNED FLASH FACE CUPS
The unique Flash Face architecture in each iron creates high COR’s for fast ball speeds, 

and improved spin robustness for every club. This set is engineered for more distance, 

and better control in an ultra-lightweight, game-improvement offering. 

STUNNING DESIGN & METICULOUS CRAFTMANSHIP 
Every surface is designed with precision and finished with a striking Black Plasma PVD  

that inspires confidence, reduces glare, and helps properly frame the club behind the ball. 

PREMIUM ULTRA-LIGHTWEIGHT COMPONENTS 
An ultra-premium ATTAS Speed Shaft, combined with a Winn Dri-Tac Lite Grip that  

saves additional weight. 

STOCK GRIP  

Winn Dri-Tac Lite (Black) 25g

MODEL LOFT AVAILABILITY LENGTH LIE OFFSET 
(MM)

 SWING 
WEIGHT

5 23° RH/LH 38.5" 61° 4.1 D1

6 26° RH/LH 38.0" 61.5° 3.6 D1

7 30° RH/LH 37.5" 62° 3.0 D1

8 34° RH/LH 37.0" 62.5° 2.8 D1

9 38° RH/LH 36.5" 63° 2.7 D1

P 42° RH/LH 36.0" 63.5° 2.5 D1

A/47 47° RH/LH 35.75" 64° 2.4 D1

G/53 53° RH/LH 35.75" 64° 2.4 D1

S/58 58° RH/LH 35.75" 64° 2.4 D1
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NAME/MODEL WEIGHT CLASS FLEX TORQUE KICKPOINT

UST Attas Speed 40g WMS (L) High Low

UST Attas Speed 50g Light (A) High Low

UST Attas Speed 50g Reg (R) High Low

UST Attas Speed 50g Stiff (S) High Low

STOCK SHAFT OFFERINGS

EXCEPTIONAL DISTANCE WITH EASY LAUNCH

THE ULTIMATE IN LIGHTWEIGHT PERFORMANCE


