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FAIRWAY WOOD EVER
I

SPEED AND STABILITY FROM ALL-NEW JAILBREAK ST

The new A.l.-designed Jailbreak system has been completely
redesigned to promote speed and stability. The two Jailbreak
batwings are pushed to the perimeter, providing stiffness while
allowing the face to flex for high ball speeds.

OPTIMAL LAUNCH WITH MORE SPEED FROM THE TUNGSTEN SPEED
CARTRIDGE

We’'re introducing the groundbreaking Tungsten Speed Cartridge
for the first time in a fairway wood. By incorporating up to 279 of
this high-density tungsten, the Center of Gravity (CG) is pushed
low and forward. The result is lower spin with more ball speed.

A.l. FACE OPTIMIZED FOR SPEED, LAUNCH AND SPIN

We’ve applied an all new A.l. face optimization to include speed,
launch and spin. This unique face pattern is customized for each
model and loft in the fairway lineup.

SPEED AND CONSISTENCY FROM A HIGH STRENGTH FACE CUP

process for high strength and flexibility, while the Flash Face Cup

The Rogue St Max D is for the player who needs more draw provides speed and spin consistency across the face.
bias in their fairway woods. It’s also our highest launching
Rogue ST Fairway model.

MODEL 3w 5W 7W
© 19° 22°

LOFT 16
LIE 58° 585° 59° PROJECT X CYPHER
(Tt & i S 409 (WM *Shaft weights indicate weight class
CLUBHEAD VOLUME 180cc 154cc 140cc
SWINGWEIGHT c8 c8 c8 m
LEFT HAND Custom Only Custom Only No

WINN DRI-TAC 2.0 (459)

Rogue ST MAX D Rogue ST MAX
SPEED TUNED TUNGSTEN 279 279
JAILBREAK ST Yes Yes
FLASH FACE S22 Yes Yes
WEIGHT SCREW No No
LAUNCH High Mid
SPIN Mid Low
FLIGHT BIAS Draw Semi Draw
FORGIVENESS Highest Highest
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The new A.l.-designed Jailbreak system has been completely
redesigned to promote speed and stability. The two Jailbreak
batwings are pushed to the perimeter, providing stiffness while
allowing the face to flex for high ball speeds.

We’'re introducing the groundbreaking Tungsten Speed Cartridge
for the first time in a fairway wood. By incorporating up to 279 of
this high-density tungsten, the Center of Gravity (CG) is pushed
low and forward. The result is lower spin with more ball speed.

We’ve applied an all new A.l. face optimization to include speed,
launch and spin. This unique face pattern is customized for each
model and loft in the fairway lineup.

ROGUE ST MAX

The C300 maraging steel is specially treated through a proprietary
process for high strength and flexibility, while the Flash Face Cup
provides speed and spin consistency across the face.

The Rogue ST Max Women’s fairways feature all the core
technology of the Rogue ST Max fairway but has been
tuned specifically for women with optimized lengths, lighter
swingweight, and lighter shaft and grip combination. The
Rogue ST Max model features stronger lofts and slightly
more open face angle compared to the Max D model. The
Max model has the most robust loft offerings, plus unique
progressive shaping on the 3 & 5 woods to enhance MOI.

Rogue ST Max Fairway Wood Specs

MODEL 3w 3HL 5w HVN 7w aw nw
LOFT 15° 16.5° 18° 20° 21° 24° 27°
LIE 56° 56° 56.5° 57° 57° 58° 59°
LENGTH 42" 42" 415" 41.75" 41" 40.5" 40"
CLUBHEAD VOLUME 174cc 174cc 148cc 153cc 139cc 132cc 127cc
SWINGWEIGHT Cc8 Cc8 c8 c8 c8 c8 Cc8
LEFT HAND Custom Only No Custom Only No Custom Only No No
HIGH-PERFORMANCE STOCK SHAFT OPTIONS
SPEED TUNED TUNGSTEN 279 279
JAILBREAK ST Yes Yes
FLASH FACE SS22 Yes Yes PROJECT X CYPHER
WEIGHT SCREW No No 409 (WMS) - 50g (WMS)
*Shaft weights indicate weight class
LAUNCH High Mid
FLIGHT BIAS Draw Semi Draw

WINN DRI-TAC 2.0 (459)

FORGIVENESS Highest Highest
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