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An industry-first, we combined high strength 450 steel with our
A.l. designed Flash Face Cup. This delivers more ball speed and
better ball speed consistency.

We’ve applied our new A.l. Face Optimization to Rogue ST MAX
OS LITE. It’s unique for each model and loft to create spin rate
consistency across the face. It delivers high launch and COR
plus a more controlled landing angle to help hold greens.

Our new precision tungsten weighting features up to 46g of high-
density tungsten, a 188% increase over MAVRIK. This provides
improved launch conditions and also maximizes speed across the face.

Our patented urethane microspheres are now pushed further
up the face in Rogue ST irons (up to the 6th groove) to enhance
sound and deliver pure feel while maintaining fast ball speeds.

ROGUE ST MAX OS LITE

Rogue ST MAX OS Lite irons have a refined game-improvement
shaping, with high launch, wide soles, and enhanced offset.
The Lite version features more loft, lighter shafts and lighter
swingweights to make these our highest launching, easiest to
swing Rogue ST model.

Rogue ST Max OS Lite Irons Specs

MODEL 4 5 6 7 8 9 4 Al 47 G |51 S| 56
LOFT 22° 25° 28° = 35° 39° 43° 47° 51° 56°
LIE 60.5° 61.25° 62° 62.5° 63° 63.5° 64° 64° 64° 64°
LENGTH 37.875" 37.25" 36.625" 36” 5" 43" 34.75” 345" 34.25” 347
OFFSET (MM) 7.6mm 71Imm 6.7mm 6.Imm 5.6mm 5.0mm 4.4mm 3.8mm 31mm 2.4mm
SWINGWEIGHT C3 (Graphite)
LEFT HANDED Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes
HIGH-PERFORMANCE STOCK SHAFT OPTIONS
HIGH STRENGTH 450 A.l. FACE CUP Yes
PRECISION TUNGSTEN 469 WA T T B o —
URETHANE MICROSPHERES Yes TRUE TEMPER PROJECT X CYPHER
LIGHTWEIGHT COMPONENTS Yes 409 (WMS)

*Shaft weights indicate weight class

LAUNCH Highest
FORGIVENESS Highest
SOLE WIDTH Wide DIAMOND UNIVERSAL (459)
HEADSHAPE Oversize
MODEL CATEGORY Game-Improvement
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